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This activity specific risk assessment is to be accompanied by the ‘Lodge Hill Generic High Ropes Elements Risk Assessment’.
	Hazard
	Who
	Risk Before Controls
	Controls
	Risk After Controls

	Zip cable running overhead of participants
	Zip user
	Medium
	· Participants are told not to touch any metal work including the zip cable running overhead
· Participants are instructed to hold onto the rope attached to the zip trolley
	Low

	Zip trolley inverting  on cable as user departs platform
	Zip user
	High
	· Instructor checks zip trolley is properly orientated before delegate departs platform
· Instructors inform participants that they must step off the platform, not jump
	Low

	Hair/clothing/fingers caught in Grigri when lowering
	Zip user
	Medium
	· Any long hair is to be tied back before session commences
· Instructor maintains that long hair and loose clothing is kept away from belay device at all times
· Participants are informed to keep their hands away from the belay device
	Low

	Zip users feet making contact with ground at end of zip
	Zip User
	Medium
	· Instructor ensures zip user is tightened fully on Grigri, bringing them up onto their tip-toes when on platform, ensuring there is enough clearance between the users feet and the ground
	Low

	High impact with end of zip
	Zip user
	Medium
	· Daily checks of brake system to ensure full functionality
· Tyre on cable acts as backup to brake system failure
	Low

	Zip user collision with people on ground 
	Zip user/
instructor/
bystanders
	Medium
	· Instructor at top of tower checks runway is clear before zip user departs
· Instructor at end of zip also ensures runway is clear at all times
	Low

	Sliding staircase falling off rails
	Zip user/
instructor/
bystanders
	Low
	· Stairs tied to anchor using rope to prevent stairs toppling
· Only instructors will move staircase
	Low

	Zip user collision with sliding staircase
	Zip user
	Medium
	· Instructor to remove sliding staircase from runway to avoid any collision
· 2 qualified instructors to be on session. One at top of tower managing the attachment of participants to zip wire. One at end of zip, lowering users, releasing them from zip and managing staircase
	Low
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